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Models Belt Drive Gear Drive Inverter Variable Speed High Speed Single Phase 

DP-915AH ●  ● ●  ● 

DP-915TV  ●   ●  ● 

DP-918VAD ●  ● ●  ● 

DP-920P  ●   ●  ● 

DP-932V  ●   ●  ● 

DP-920G  ● ● ●  ● 

DP-920GH  ● ● ● ● ● 

DP-925G-M  ● ● ●  ● 

DP-925G-B  ● ● ●  ● 

DP-930  ● ● ●  ● 

MD-30BV ●  ● ●  ● 

The System Layout of Linmac Drill Press 

www.linmac.com.tw 



 

 
Model DP-915AH 

Steel 25 mm (1”) 
Drilling Capacity 

Cast Iron 32 mm (1-1/4”) 

Steel 16 mm (5/8”) 
Tapping Capacity 

Cast Iron 19 mm (3/4”) 

Swing 408 mm (16”) 

Spindle Taper MT3 

Spindle Travel 135 mm (5-1/3”) 

Quill Diameter 62 mm (2-2/5”) 

Column Diameter 92 mm (3-2/3”) 

Spindle Nose to Table 683 mm (26-4/5”) 

Spindle Nose to Base 1100 mm (43-1/3”) 

Table Size (L x W) 
460 x 360 mm 

(18” x 14”) 

Table Slot 14 mm (9/16”) 

Base Size (L x W) 590 x390 mm (23”x15”) 

Spindle (rpm) 150~3000  

Main 2hp / 3ph or 1ph 
Motor 

Coolant 1/8hp / 3ph 

Net Weight / Gross Weight 
220/260 kg 

(484/572lb) 

Machine Size (L x W x H) 
915 x 460 x 1860 

(36”x 18”x73”) 

Packing size (L x W x H) 
820 x 622 x 2000 mm 

(32-1/2”x 24-1/2”x 78-4/5”) 

Measurement 36.4 cu.ft 

 

FEATURES: 

‧ 25mm (1”) thru mild steel. 

‧ MT3 spindle taper. 

‧ Inverter variable speed w/ electrical 

control. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

Options: 

1. The PC safety guard  

2. Coolant pump set 

The DP-915AH is a variable speed drill press 

with inverter timing belt driven head. It allows 

users to drill and tap various steels at the proper 

speed, which extends tooling life and avoids 

unnecessary energy lost. When drilling at the 

exact speed, the tooling life can last for longer 

life than the regular pulley driven drills. Wide 

casting column provides strong support to the 

entire machine and reduces flexing as full 25mm 

(1”) capacity drilling. The rigid base and the work 

table are made of premium casting iron. That 

enhances the stability when drilling full capacity. 

The wide T-slot helps securing vises, tooling or 

workpieces well. DP-915AH drill has other 

available options for cooling system, guarding 

and a halogen work lamp.  

 

Inverter Variable Speed Drill DP-915AH 
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Model DP-915TV 

Steel 13 mm (1/2”) 
Drilling Capacity 

Cast Iron 16 mm (5/8”) 

Tapping Capacity None 

Swing 384 mm (15”) 

Spindle Taper MT2 

Spindle Travel 152 mm (6”) 

Quill Diameter 57 mm (2-1/4”) 

Column Diameter 76 mm (3”) 

Spindle Nose to Table 685 mm (27”) 

Spindle Nose to Base 1170 mm (46”) 

Table Size (L x W) 
356 x 455 mm 

(14” x 17-7/8”) 

Table Slot 14mm (9/16”) 

Base Size (L x W) 
365 x 530 mm 

(17-3/8”x20”-3/4”) 

Spindle (rpm) 400~5000  

Main 1hp / 1ph 
Motor 

Coolant 1/8hp / 3ph 

Net Weight / Gross Weight 130/175 kg (286/385lb) 

Machine Size (L x W x H) 
760 x 580 x 1803 mm 

(39-2/5”x 22-4/5”x76-4/5”) 

Packing size (L x W x H) 
813 x559 x 1930 mm 

(32” x 22” x 76”) 

Measurement  31 cu.ft 

 

 

 

Belt Driven Variable Speed Drill Press DP-915TV 

The DP-915TV is an economical pulley belt 

driven high speed drill press. Its variable 

speed allows users to drill various steels at the 

proper speed, which extends tooling life and 

avoids unnecessary energy lost. When drilling 

at the exact speed, the tooling life can last for 

longer life than the regular pulley driven drills. 

Wide casting column provides strong support 

to the entire machine and reduces flexing as 

full 13mm (1/2”) capacity drilling. The rigid 

base and the work table are made of premium 

casting iron. That enhances the stability when 

drilling full capacity. The wide T-slot helps 

securing vises, tooling or workpieces well. 

These 2 models are available with both bench 

and floor models for customers’ choices.  

 

FEATURES: 

‧ 13mm (1/2”) thru mild steel. 

‧ MT2 spindle taper. 

‧ Variable speed belt driven. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 
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Model DP-918VAD 

Steel 32 mm (1-1/4”) 
Drilling Capacity 

Cast Iron 35 mm (1-1/3”) 

Tapping Capacity 16 mm (5/8”) 

Swing 480 mm (18-7/8”) 

Spindle Taper MT3 

Spindle Travel 150 mm (6”) 

Quill Diameter 75 mm (3”) 

Column Diameter 92 mm (3-5/8”) 

Spindle Nose to Table 735 mm (29”) 

Spindle Nose to Base 1150 mm (46-1/2”) 

Table Size (L x W) 
400 x 500 mm 

(15-3/4” x 19-3/4”) 

Table Slot 14 mm (1/2”) 

Base Size (L x W) 
590 x 395 mm  

(23-1/4” x 15-1/2”) 

Spindle (rpm) 4P: 150~2500 

Automatic Down Feed Rate 3 speeds: 0.2, 0.1, 0.05 mm 

Main 

2HP / 3PH 50HZ or 60HZ 

2HP w/ 220V~240V 1PH or 3PH 

2HP w/ 380V~460V 3PH 
Motor 

Coolant 1/8hp / 1ph 

Net Weight / Gross Weight 265 / 290 kg (583/683lb) 

Machine Size (L x W x H) 
850 x 640 x 1850 mm 

(33-1/2”x 25-1/5”x72-3/4”) 

Packing size (L x W x H) 
940x648x2109 mm 

(37”x25-1/2”x83”) 

Measurement  45 cuft 

 

FEATURES: 

‧ 32mm (1-1/4”) thru mild steel. 

‧ 16mm (5/8”) tapping capacity. 

‧ Auto down feed.  

‧ MT3 spindle taper. 

‧ Inverter variable speed belt driven. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

Inverter Variable Speed Drill Press DP-918VAD

 

The DP-918VAD is an inverter belt driven variable 

speed drill press. We call it mini version of our 

DP-925. This premium drill press equips standard 

with MT#3 spindle taper, power feed and an auto 

reversing tap. Standard drilling capacity is up to 

32mm (1-1/4”) for mild steel. The user friendly 

control interface comes with a speed 

potentiometer and digital read out for displaying 

actual quill RPM. The inverter variable speed 

allows users to drill and tap various steels at the 

proper speed, which extends tooling life and 

avoids unnecessary energy lost. When drilling at 

the exact speed, the tooling life can last for longer 

life than the regular pulley driven drills. The 

variable speed adjustments can be done freely 

within the range by a speed potentiometer knob. 

Wide casting column provides strong support to 

the entire machine and reduces flexing as full 

1-1/4” capacity drilling. The rigid base has built in 

coolant pump that provides sufficient spray at the 

quill. Both the base and the work table are made of 

premium casting iron that enhances the stability 

when drilling full capacity; their surfaces have the 

wide T-slot which helps securing vises, tooling or 

workpieces. Standard DP-918VAD drill is also 

equipped with a splash guarding and a halogen 

work lamp.  www.linmac.com.tw 



 

 
Model DP-920P 

Steel   32 mm (1-1/4”) 

Tapping Capacity (opt.) 19 mm (3/4”) 

Swing 530 mm (20-3/4”) 

Spindle Taper MT3 

Spindle Travel 150 mm (6”) 

Quill Diameter 75 mm (3”) 

Column Diameter 115 mm (4-1/2”) 

Spindle Nose to Table 850 mm (33-1/2”) 

Spindle Nose to Base 1180 mm (46-1/2”) 

Table Size (L x W) 
560 x 470 mm 

(22” x 18-1/2”) 

Table Slot 16mm (5/8”) 

Base Size (L x W) 485x685mm (19”x27”) 

Spindle (rpm) 
4P: 300~2000 

8P: 150~1000 (opt.) 

Main 2hp / 3ph or 1ph 
Motor 

Coolant 1/8hp / 1 ph 

Net Weight / Gross Weight 
295/340 kg 

(649/748lb) 

Machine Size (L x W x H) 
1000 x 578 x 1950 mm 

(39-2/5”x 22-4/5”x76-4/5”) 

Packing size (L x W x H) 
940 x648 x 1905 mm 

(37-1/2”x 25-1/2”x 75”) 

Measurement  42 cu.ft 

 

 

 

Belt Driven Variable Speed Drill Press DP-920P 

 
FEATURES: 

‧ MT3 32mm (1-1/4”). 

‧ Variable speed belt driven. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

The DP-920P is a variable speed drill press with 

inverter pulley belt driven head. It is equipped with 

a heavy MT#3 spindle taper. This drill brings you 

maximum 32mm (1-1/4”) diameter mild steel. A 

digital read out for displaying actual quill RPM 

helps users to notice the speed range. The inverter 

variable speed allows users to drill and tap various 

steels at the proper speed, which extends tooling 

life and avoids unnecessary energy lost. When 

drilling at the exact speed, the tooling life can last 

for longer life than the regular pulley driven drills. 

Wide casting column provides strong support to 

the entire machine and reduces flexing as full 

1-1/4” capacity drilling. The rigid base has built in 

powerful coolant system that provides sufficient 

spray at the quill. Both the base and the work table 

are made of premium casting iron that enhances 

the stability when drilling full capacity; their 

surfaces have the wide T-slot which helps securing 

vises, tooling or workpieces. Standard DP-920P 

drill is also equipped with a splash guarding and a 

halogen work lamp. 

www.linmac.com.tw 
Options: 

1.  Tapping mechanism.  

2. Coolant pump set. 



 

 
Model DP-932V 

Drilling Capacity Steel 32 mm (1-1/4”) 

Tapping capacity 19 mm (3/4”) (opt.) 

Swing 530 mm (20-3/4”) 

Spindle Taper MT3 

Spindle Travel 150 mm (6”) 

Quill Diameter 75 mm (3”) 

Column Diameter 115 mm (4-1/2”) 

Spindle Nose to Table 860 mm (33-4/5”) 

Spindle Nose to Base 1200 mm (47-1/4”) 

Table Size (L x W) 
560 x 470 mm 

(22” x 18-1/2”) 

Table Slot 16 mm (2/3”) 

Base Size (L x W) 
685 x 485 mm  

(27” x 19”) 

Spindle (rpm) 
4P:300~2000 

8P:150~1000 (opt.) 

Main 2hp / 1ph or 3ph 
Motor 

Coolant 1/8hp / 1ph (opt.) 

Net Weight / Gross Weight 295 / 340 kg (649/748 lb) 

Machine Size (L x W x H) 
910 x 685 x 2000 mm 

(35-4/5”x 27”x78-3/4”) 

Packing size (L x W x H) 
940x648x1905mm 

(37”x25-1/2”x75”) 

Measurement  42 cu.ft 

 

 

 

Belt Driven Variable Speed Drill Press  DP-932V 

FEATURES: 

‧ 32mm (1-1/4”) thru mild steel. 

‧ 19 mm tapping capacity (Opt.) 

‧ MT3 spindle taper. 

‧ Variable speed belt driven. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

 

The DP-932V is the upgraded version of DP-920P. It is 

a variable speed drill press with timing belt driven head. 

It is equipped with a heavy MT#3 spindle taper. This 

drill brings you maximum 32mm (1-1/4”) diameter mild 

steel. A digital read out for displaying actual quill RPM 

helps users to notice the speed range. The inverter 

variable speed allows users to drill and tap various 

steels at the proper speed, which extends tooling life 

and avoids unnecessary energy lost. When drilling at 

the exact speed, the tooling life can last for longer life 

than the regular pulley driven drills. Wide casting 

column provides strong support to the entire machine 

and reduces flexing as full 1-1/4” capacity drilling. Both 

the base and the work table are made of premium 

casting iron that enhances the stability when drilling full 

capacity; their surfaces have the wide T-slot which 

helps securing vises, tooling or workpieces.  

 

Options: 

‧ 19mm Tapping machanism 

‧ Coolant pump and motor 
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Model DP-920G 

MT3 32 mm (1-1/4”) 
Drilling 

Capacity 
Steel   

MT4 
40 mm (1-1/2”) 

(opt.) 

Tapping Capacity 19 mm (3/4”) 

Swing 530 mm (20.8”) 

Spindle Taper MT3 MT4 (opt.) 

Spindle Travel 150 mm (6”) 

Quill Diameter 75 mm (3”) 

Column Diameter 115 mm (4-1/2”) 

Spindle Nose to Table 850 mm (33-1/2”) 

Spindle Nose to Base 1180 mm (46-1/2”) 

Table Size (L x W) 
560 x 470 mm 

(22” x 18-1/2”) 

Table Slot 16 mm (5/8”) 

Base Size (L x W) 485x685 mm(19”x27”) 

Spindle (rpm) 
High: 245~2000 

Low: 65~540 

Main 2hp / 3ph or 1ph 
Motor 

Coolant 1/8hp / 1 ph 

Net Weight / Gross Weight 
340/385 kg 

(748/847lb) 

Machine Size (L x W x H) 
960 x 578 x 2030 mm 

(37-4/5”x 22-3/4”x80”) 

Packing size (L x W x H) 
940 x648 x 1905 mm 

(37-1/2”x 25-1/2”x 75”) 

Measurement  42 cu.ft 

 

Gear Driven Inverter Variable Speed Drill Press DP-920G 

FEATURES: 

‧ Standard MT3 32mm (1-1/4”) & optional MT4 

40mm thru mild steel. 

‧ Inverter variable speed gear driven. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

 

The DP-920G is a variable speed drill press with 

inverter gear driven head. It is equipped with a heavy 

MT#3 spindle taper. This drill brings you maximum 

32mm (1-1/4”) diameter mild steel. (MT#4 with 1-1/2” 

optional) The user friendly control interface comes 

with a speed potentiometer and digital read out for 

displaying actual quill RPM. The inverter variable 

speed allows users to drill and tap various steels at 

the proper speed, which extends tooling life and 

avoids unnecessary energy lost. When drilling at the 

exact speed, the tooling life can last for longer life 

than the regular pulley driven drills.  

Wide casting column provides strong support to the 

entire machine and reduces flexing as full 32mm 

(1-1/4”) capacity drilling. The rigid base has built in 

powerful coolant system that provides sufficient 

spray at the quill. Both the base and the work table 

are made of premium casting iron that enhances the 

stability when drilling full capacity; their surfaces 

have the wide T-slot which helps securing vises, 

tooling or workpieces. Standard DP-920G drill is also 

equipped with a splash guarding and a halogen work 

lamp.  

 

Options: 

1. MT4 drilling capacity. 

2. The PC safety guard (Acrylic / PC). 

3. Coolant pump set. 
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Model DP-920GH Thermal Friction Drill 

MT3   32 mm 1-1/4” DRILLING CAPACITY   

Mild Steel MT4 40 mm (opt.) 1-1/2” 

TAPPING CAPACITY 19 mm (3/4”) 

FLOW DRILL CAPACITY 10.9 mm 11-5/8" 

TAPPING CAPACITY M12 1/2" 

SWING 530 mm(20-4/5”) 

SPINDLE TAPER MT3#, MT4#(opt.) 

SPINDLE TRAVEL 150 mm(6”) 

QUILL DIMATER 75 mm(3”) 

COLUMN DIMATER 115 mm(4-1/2”) 

SPINDLE NOSE TO TABLE 850 mm(33-1/2”) 

SPINDLE NOSE TO BASE 1180 mm(46-1/2”) 

TABLE SIZE (L x W) 560x470 mm(22”x18-1/2”) 

TABLE SLOT 16 mm(5/8”) 

BASE SIZE  (L x W) 485x685 mm(19”x27”) 

High:375~4000  
SPINDLE R.P.M. 

Low:100~1070  

MOTOR 2HP  / 3 ph 

COOLANT MOTOR 1/8HP / 1 ph 

MACHINE SIZE 

(L / W / H) 

960 x 578 x 2030 mm 

(37”x22-3/4”X80”) 

NET WEIGHT 
340 / 385 kg 

(155 /175 lb) 

940 x 648 x 1905 mm 

(37”x25”x75”) 
Packing size 

( L x W x H) 
42 CU.FT. 

 

 

Gear Driven High Speed Thermal Frict ion Drill  DP-920GH 

FEATURES 

‧ Standard MT3 32mm (1-1/4”) & optional MT4 40 mm 

thru mild steel. 

‧ Tapping capacity 19mm (3/4”). 

‧ Flow drilling capacity: 10.9mm (11-5/8”). 

‧ Inverter variable speed gear driven. 

‧ High rpm up to 4000rpm. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

DP-920GH thermal friction drill is the high speed version of 

DP-920G. It’s also called high speed sheet metal tapping 

drill. This kind of drill is used in any application where the 

material has thinner thickness such as sheet metal or pipe. 

It does not have enough support for a threaded surface or a 

sleeve bearing application. The high rpm up to 4000 

generates heat to make the material soft. As the bit contacts 

the material, it’s easily pushed through the material. Some 

of the melted material is being pushed and formed a collar 

around the upper surface of the work piece. The rest of the 

material is being pushed down and formed a bushing in the 

lower surface of the work piece. The entire tapping is done 

in few seconds. The resulting collar and bushing can be up 

to 3 times to the original material thickness. The diameter of 

the bushing depends on the size of the drill bit. The pushing 

process does not destroy or damage the inner structure of 

the material but as a result form a very strong bushing, 

which can be used for threading and bearing sleeves. 

 

 

*The demo photos originated from ONTOOL 

Options: 

1. MT4 

2. The PC safety guard (Acylic / PC) 

3. Coolant pump set 

4. Drill bit (ONTool) 
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Model DP-925G-M 

Steel   40 mm (1-1/2”) 
Drilling Capacity 

Cast iron 45 mm (1-3/4”) 

Tapping Capacity 24 mm (1”) 

Swing 530 mm (20-4/5”) 

Spindle Taper MT4# 

Spindle Travel 150 mm (6”) 

Quill Diameter 75 mm (3”) 

Column Diameter 115 mm (4-1/2”) 

Spindle Nose to Table 650 mm (25-3/5”) 

Spindle Nose to Base 1140 mm (44-4/5”) 

Table Size (L x W) 
560 x 470 mm 

(22” x 18-1/2”) 

Table Slot 16 mm (5/8”) 

Base Size (L x W) 485 x 685 mm(19” x 27”) 

Spindle (rpm) 
High: 245~2000 

Low: 65~540 

Main 2hp / 3ph or 1ph 
Motor 

Coolant 1/8hp / 1 ph 

Net Weight / Gross Weight 
385/410kg 

(847/902lb) 

Machine Size (L x W x H) 
950 x 580 x 2000 mm 

(37-2/5” x 22-4/5” x 78”) 

Packing Size (L x W x H) 
940 x 648 x 2100 mm 

(37-1/2”x 25-1/2”x 83”) 

Measurement  48 cu.ft 

 

 

 

 

 

Gear Driven Inverter Variable Speed Drill Press  DP-925G-M 
The DP-925-M is a gear driven heavy duty variable speed 

drill press. This premium drill press equips standard with 

MT#4 spindle taper, power feed and an auto reversing tap. 

Standard drilling capacity is up to 40mm (1-1/2”) for mild 

steel. The user friendly control interface comes with a speed 

potentiometer and digital read out for displaying actual quill 

RPM. The inverter variable speed allows users to drill and 

tap various steels at the proper speed, which extends 

tooling life and avoids unnecessary energy lost. When 

drilling at the exact speed, the tooling life can last for longer 

life than the regular pulley driven drills. The variable speed 

adjustments can be done freely within the range by a speed 

potentiometer knob. 

Wide casting column provides strong support to the entire 

machine and reduces flexing as full 1-1/2” capacity drilling. 

The rigid base has built in powerful coolant system that 

provides sufficient spray at the quill. Both the base and the 

work table are made of premium casting iron that enhances 

the stability when drilling full capacity; their surfaces have 

the wide T-slot which helps securing vises, tooling or 

workpieces. Standard DP-925-M drill is also equipped with a 

splash guarding and a halogen work lamp.  

 
FEATURES 

‧ M-type 40mm (1-1/2”) thru mild steel. 

‧ Inverter variable speed gear driven. 

‧ 3-speed power down feed. 

‧ Auto reverse tapping.  

‧ MT#4 spindle taper. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

Options: 

1. The PC safety guard (Acrylic / PC) 
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Model DP-925G-B 

Steel  45 mm (1-3/4”) 
Drilling Capacity 

Cast iron 50 mm (2”) 

Tapping Capacity 25 mm (1”) 

Swing 530 mm (20-4/5”) 

Spindle Taper MT4# 

Spindle Travel 150 mm (6”) 

Quill Diameter 75 mm (3”) 

Column Diameter 115 mm (4-1/2”) 

Spindle Nose to Table 650 mm (25-3/5”) 

Spindle Nose to Base 1140 mm (44-4/5”) 

Table Size (L x W) 
560 x 470 mm 

(22” x 18-1/2”) 

Table Slot 16mm (5/8”) 

Base Size (L x W) 485 x 685 mm(19” x 27”) 

Spindle (rpm) 
High: 245~2000 

Low: 65~540 

2hp / 3ph or 1ph Main 
Motor 

1/8hp / 1 ph Coolant 

Net Weight / Gross Weight 
385/410kg 

(847/902lb) 

Machine Size (L x W x H) 
950 x 580 x 2000 mm 

(37-2/5” x 22-4/5” x 78”) 

Packing Size (L x W x H) 
940 x648 x 2100 mm 

(37-1/2”x 25-1/2”x 83”) 

Measurement  48 cu.ft 

 

 

 

 

Gear Driven Inverter Variable Speed Drill Press  DP-925G-B 
The DP-925-B is a gear driven heavy duty variable speed drill 

press. This premium drill press equips standard with MT#4 

spindle taper, power feed and an auto reversing tap. Standard 

drilling capacity is up to 50mm (2”) for cast iron. The user friendly 

control interface comes with a speed potentiometer and digital 

read out for displaying actual quill RPM. The inverter variable 

speed allows users to drill and tap various steels at the proper 

speed, which extends tooling life and avoids unnecessary energy 

lost. When drilling at the exact speed, the tooling life can last for 

longer life than the regular pulley driven drills. The variable 

speed adjustments can be done freely within the range by a 

speed potentiometer knob. 

The wide casting column provides strong support to the entire 

machine and reduces flexing as full 50mm (2”) capacity drilling. 

The rigid base has built in powerful coolant system that provides 

sufficient spray at the quill. Both the base and the work table are 

made of premium casting iron that enhances the stability when 

drilling full capacity; their surfaces have the wide T-slot which 

helps securing vises, tooling or workpieces. Standard DP-925-B 

drill is also equipped with a splash guarding and a halogen work 

lamp.  

 
FEATURES 

‧ B-type 45mm (1-3/4”) thru mild steel. 

‧ Inverter variable speed gear driven. 

‧ 3-speed power down feed. 

‧ Auto reverse tapping.  

‧ MT#4 spindle taper. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

Options: 

1. The PC safety guard (Acrylic / PC) www.linmac.com.tw 



 
Model MD-930 

MT3 32 mm (1-1/4”) 
Drilling Capacity Steel   

MT4 40 mm (1-1/2”) (opt.) 

Tapping Capacity 19 mm (3/4”) 
Swing 510 mm (20”) 
Spindle Taper MT3 / MT4 (opt.) 
Spindle Travel 150 mm (6”) 
Quill Diameter 75 mm (3”) 
Column Diameter 115  mm (4-1/2”) 
Spindle Nose to Table 490 mm (18”) 
X-axis Travel 360 mm (14”) 
Y-axis Travel 230 mm (9”) 

Table Size (L x W) 
730 x 210 mm 

(28” x 8”) 
Table Slot 16 mm (5/8”) 

Base Size (L x W) 
670 x 400 mm 

(26-2/5”x 15-3/4”) 

Spindle (rpm) 
High: 245~2000 

Low: 65~540 
Main 2hp / 1ph 

Motor 
Coolant 1/8hp / 1 ph (opt.) 

Net Weight / Gross Weight 285/315 kg (627/693lb) 

Stand Size (L x W x H) 
750 x 560 x 790 mm 
(29-1/2” x 22” x 31”) 

Machine Size (L x W x H) 
1050 x 1100 x 1370 mm 

(41”x 43”x 54”) 

Packing size (L x W x H) 
 
Stand  

915 x 760 x 1219 mm 
(36” x 30” x 48”) 

840 x 580 x 200 mm 
(33” x 23” x 8”) 

Measurement  
Machine 
Stand 

 
27.4 cu.ft 
3.8 cu.ft 

 

 

 Gear Driven Inverter Variable Speed Combo Machine MD-930 

FEATURES 

‧ 32mm (1-1/4”) thru mild steel. 

‧ Multiple functions: drilling, milling, tapping,  

‧ boring and reaming. 

‧ MT3 (MT4, opt.) spindle taper. 

‧ Inverter variable speed belt driven. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 

 

Options: 

1. The PC safety guard (Acrylic / PC) 

2. MT4 drilling capacity 

3. Coolant pump set 

4. Stand 

The MD-930 is an inverter variable speed gear driven drilling 

& milling combo machine. It can do multi work with drilling, 

milling, tapping and ream. The inverter variable speed has 

range from 65 to 2000 rpm and allows users to drill and tap 

various steels at the proper speed, which extends tooling life 

and avoids unnecessary energy lost. When drilling at the 

exact speed, the tooling life can last for longer life than the 

regular pulley driven drills. The variable speed adjustments 

can be done freely within the range by a speed potentiometer 

knob. The MD-930 has standard 2hp with 32mm (1-1/4”) 

drilling capacity. The wide casting column and base provides 

strong support to the entire machine and reduces flexing as 

full capacity drilling. The high precision work table is made of 

premium casting iron that enhances the stability when drilling 

full capacity; the surface has the wide T-slot which helps 

securing vises, tooling or workpieces. The MD-930 has other 

available optional accessories: digital tachometer, coolant 

system, guarding, sheet metal stand and halogen lamp. 
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Model MD-30BV 

Drilling Capacity Steel 30 mm (1-3/16”) 

Tapping Capacity M16 (5/8”) 

Face Milling Capacity 75 mm (3”) 

Swing 475 mm (18-3/4”) 

Spindle Taper MT3 or R8 

Spindle Travel 150 mm (6”) 

Quill Diameter 75 mm (3”) 

Column Diameter 95 mm (3-3/4”) 

Spindle Nose to Table 500 mm (19-5/8”) 

X-axis Travel 360 mm (14”) 

Y-axis Travel 170 mm (6-11/16”) 

Table Size (L x W) 
730 x 210 mm 

(28” x 8”) 

Table Slot 16mm (5/8”) 

Base Size (L x W) 
605 x 400mm 

(23-3/4”x 15-3/4”) 

Spindle (rpm) 150~2500 

Main 2hp / 3ph or 1 ph 
Motor 

Coolant 1/8hp / 1 ph 

Net Weight / Gross Weight 

Machine 

Stand 

 

240/kg (528/lb) 

40/kg (88/lb) 

Stand Size (L x W x H) 
750 x 565 x 795 mm 

(29-1/2” x 22” x 31”) 

Machine Size (L x W x H) 
1100 x 910 x 1325 

(43”x 35”x 52”) 

Packing size (L x W x H) 

 

Stand  

915 x 760 x 1220 mm 

(36” x 30” x 48”) 

838 x 580 x 203mm 

(33” x 23” x 8”) 

Measurement  

Machine 

Stand 

30 cu.ft 

3.8 cu.ft 

 

MD-30 BV 
The MD-30BV is an inverter timing belt driven variable 

speed drilling & milling combo machine. It can do multi 

work with drilling, milling, tapping and ream. The inverter 

variable speed has range from 150 to 2500 rpm and 

allows users to drill and tap various steels at the proper 

speed, which extends tooling life and avoids unnecessary 

energy lost. When drilling at the exact speed, the tooling 

life can last for longer life than the regular pulley driven 

drills. The variable speed adjustments can be done freely 

within the range by a speed potentiometer knob. The 

MD-30BV has standard 2hp with 30mm (1-3/16”) drilling 

capacity. The wide casting column and base provides 

strong support to the entire machine and reduces flexing 

as full capacity drilling. The high precision work table is 

made of premium casting iron that enhances the stability 

when drilling full capacity; the surface has the wide T-slot 

which helps securing vises, tooling or workpieces. The 

MD-30BV has other available optional accessories: digital 

tachometer, coolant system, guarding, sheet metal stand 

and halogen lamp. 

 
FEATURES 

‧ 30mm (1-3/16”) thru mild steel. 

‧ Multiple functions: drilling, milling, tapping,  

‧ Boring and reaming. 

‧ MT3 or R8 spindle taper. 

‧ Inverter variable speed belt driven. 

‧ Digital rpm readout. 

‧ High precision T-slot worktable. 

‧ Integrated coolant system. 

‧ Single phase (220V) available. 
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Options: 

1. The PC safety guard (Acrylic / PC) 

2. Coolant pump set 

3. Stand 

Inverter Variable Speed Combo 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Model  DG-675 

Capacity 6 to 75mm (1/4”~3”) 

Motor 1/2hp, 1ph 110V 50/60Hz 

Grinding speed 1740 rpm 

Machine dimension 850x520x350mm  

(33-1/2”x20-1/2”x14”) 

Packing dimension 895x575x660mm 

(35”x23”x26”) 

Machine weight(nw/gw) 30.2kg (66.4lb) / 44.9kg (98.8lb) 

Universal Drill Bit Grinder 

Linmac drill bit grinder is a universal swing head type grinder 

covering most drill bit sizes from 6mm to 75mm (1/4” to 3”) in 

the market.  

Ready to use!!  

No calibration required!! 

No experience required!! 

No special skill required!! 

You can sharp your drill bit back the brand new condition. 

Standard Feature: 

*Grinding Wheel, Feeding Table, Wheel Dresser & Work Lamp. 
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Swing Head Type 

DG-675 

SPECIFICATIONS 



 

Office: Rm#3, 8F, No. 168, Anhe Road, Xitun 

Dis., Taichung City 407, Taiwan. 

Factory: 300-2, Xinxing Road, Shengang 

Dis., Taichung City 429, Taiwan. 

Tel: +886-4-2463-4226 

Fax: +886-4-2463-3995 

Email: linmac@linmac.com.tw 
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